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A1000 IP54 Solutions 
High Performance in Harshest Environment

A1000
IP54 Ready
18.5 kW to 90 kW

IP54 Wall Mount
18.5 kW to 90 kW

 IP54 Wall Mount
A1000 IP54 Wall Mount drives are made for decentralized 
installation. Equipped with a built in EMC fi lter, clear text LCD 
display in 8 languages and an optional mains switch this drive 
can be installed and set up in shortest time.

 A1000 in IP54 compact panel

  EMC fi lter built in, EN61800-3 Class C1, 
IT grid fi lter optional

    Lockable mains switch optional

    No extra panel, simple installation to machines or rooms 

    Space for additional components allows customization 

 IP54 Ready
A1000 IP54 Ready is fl ange mounted with it’s heat sink 
out the back bringing heat loss out of the panel. It is 
the optimal solution for small sized custom panels with 
high degree of ingress protection.

 A1000 with IP54 sealed mounting fl ange

  Easy out of the box installation of single or multiple 
drives in an IP54 panel

    Heatsink out of the back mounting brings main 
heat loss out of the panel and allows smaller panel 
dimensions

    Perfect for small panels without active cooling or 
ventilation 

A1000 IP54 solutions make the power and performance of A1000 drives easily available for machines in wet, dirty or dusty 
ambient conditions. Decentralized installation, highly effi cient operation of any motor, and integrated PLC functionality reduce 
system cost while the built in Safe Torque Off (STO) function increases machine safety.

A1000 IP54A1000 IP54

  Excellent motor drive performance: 
A1000 is a premium inverter drive running not only 
induction motors, but also PM motors (open and closed 
loop) with full torque at zero speed

  Built-in functional safety features: 
The implemented Safe Torque Off (STO) function 
significantly improves machine safety and reliability and 
provides substantial cost reduction potentials

 Optimized machine efficiency: 
Advanced energy-saving control technology which 
improves efficiency and machine productivity in 
combination with induction and PM motor operation

  Easy integration of PLC functionality: 
DriveWorksEZ creates a custom drive functionality with just 
some mouse clicks and by fast and intuitive programming

  Easy and time-saving start-up: 
A1000 automatically sets parameters needed for major 
applications and provides a full text display (8 languages)

  Space saving and compact set-up:  
Outstanding power to size ratio and gapless side-by-side 
installation reduce the mounting space to a minimum

 Reliable Operation: 
Long life design for 10 years of maintenance-free operation
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Standard Specifications

Specifications are subject to change without notice
for ongoing product modifications and improvements.
© YASKAWA Europe GmbH. All rights reserved.

Literature No. YEU_INV_Sheet_A1000_IP54_EN_v1_0412
Printed in Germany April 2012

  CIMR-AC           
Current (AMP) Power (kW) Dimensions in mm Weight

HD ND HD ND W H D D1 kg

  4A0044WAA 39 44 18.5 22 275 402 197 75.6 11

  4A0058WAA 45 58 22 30 300 455 275 102 21

  4A0072WAA 60 72 30 37 325 505 275 102 25

  4A0088WAA 75 88 37 45 370 565 283 105 36

  4A0103WAA 91 103 45 55 370 565 283 105 36

  4A0139WAA 112 139 55 75 370 565 285 110 41

  4A0165WAA 150 165 75 90 370 565 285 110 42

  CIMR-AC           
Current (AMP) Power (kW) Dimensions in mm Weight

HD ND HD ND W H D1 D2* kg

  4A0044TAA / ..0095* 39 44 18.5 22 400 700 260 292 35

  4A0058TAA / ..0095* 45 58 22 30
465 750 300 331

50

  4A0072TAA / ..0095* 60 72 30 37 55

  4A0088TAA / ..0095* 75 88 37 45

555 950 325 375

74
  4A0103TAA / ..0095* 91 103 45 55

  4A0139TAA / ..0095* 112 139 55 75
85

  4A0165TAA / ..0095* 150 165 75 90

	 �8 Multi functional digital inputs  
Sinking/Sourcing mode selectable  
External power supply usable (24 VDC)

	 Multi functional pulse train input (up to 32 kHz) 
Easy synchronizing with other drives

	 �3 Multi functional analog inputs   
(Voltage / Current / PTC selectable)

	 �Fault output  
CO relay output (N. O. and N. C.) 
250 VAC 	 10 mA ... 1A

	� Functional safety 
2 Channel Safe Torque Off (EN ISO 13849-1, PLd)

	� 3 Multi functional photo coupler outputs  
Relay (N. O. or N. C programmable)

	� Multi functional pulse train output up to 32 kHz 
Easy synchronizing with other drives

	 �2 Multi functional analog output  
(Voltage / Current selectable)

	 �External Device Monitor (EDM) 
Status for Safe Torque Off function

�A1000 IP54 Wall Mount

�A1000 IP54 Ready

YASKAWA Europe GmbH
Drives & Motion Division
Hauptstr. 185
65760 Eschborn
Deutschland
Tel:  + 49 (0) 6196-569 300
Fax: + 49 (0) 6196-569 398 
info@yaskawa.eu.com
www.yaskawa.eu.com

*  Version with mains switch
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YASKAWA IP54 SolutionsYASKAWA – IP54 Solutions

Product Launch Information
18.4.2012, C. Schreiter



YASKAWA – IP54 Ready

Product
A1000 IP54 Ready

A1000 based ready to be mounted in IP54 Cabinet

400 V, 44A to 165 A (18.5 kW (HD) to 90 kW (ND))

Mounting flange with sealing part of chassis

A1000 IP54 Ready
Heat sink out the back mounting

All Standard A1000 features and functions

CE, RoHS (no UL!)

Features
Easy Installation out of the box

Heatsink out the back mounting brings heat loss outside panel
and allows for very compact panels in IP54

Application
HVAC, Pump, machines or installations with low space

Installation of multiple drives in one IP54 panel

Drives + Motion Division
03/09/2012 2



YASKAWA – IP54 Wall Mount

Product
A1000 in IP54 Cabinet
400 V, 44A to 165 A (18.5 kW (HD) to 90 kW (ND))
All Standard A1000 features and functions
EMC filter built in
CE, RoHS (no UL!)
Lockable mains switch optional
Scope of delivery: Drive, Quick Start Guide, Panel key
(!!! Cable glands must be bought separately check QSG for details)

Features
Easy installation out of the box, no panel design required
For use in wet and dirty environment
Decentralised installation close to machineDecentralised installation close to machine

Applications
HVAC, Pump, Fan
Compressor, Hydraulic power pack

Drives + Motion Division
03/09/2012 3

Compressor, Hydraulic power pack
Retrofit of machines with no panel Energy saving, ready to install solution



Model Code

CIMR- A C 4 A 0044 T A A - XXXX
A B           C            D           E                  F                G           H            J  K

A Yaskawa Standard AC Inverter CIMR
B Inverter Series A: A1000 Series
C Region/Customization C: Europe  CE conformC Region/Customization C: Europe, CE conform
D Voltage Class 4: 400 V, three phase
E Base Inverter A: A1000
F Rated Output Current 0044 to 0165
G Enclosure T: IP54 Wall Mount, CE, non UL

W: IP54 Ready
H Environmental Conditions A: Standard
J Revision A through Z
K Additional Spec Blank: IP54 panel drive, standard EMC filter, no mains isolator

0095    IP54 l d i  t d d EMC filt  i  i l t0095:   IP54 panel drive, standard EMC filter, mains isolator
0098:   IP54 panel drive, IT grid EMC filter (contact PM in case of demand)

Drives + Motion Division
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Model List

Type Power [kW] Model Code
18.5 CIMR-AC4A0044TAA
22 CIMR-AC4A0058TAA

A1000 IP54 Wall Mount

22 CIMR AC4A0058TAA
30 CIMR-AC4A0072TAA
37 CIMR-AC4A0088TAA
45 CIMR-AC4A0103TAA
55 CIMR-AC4A0139TAA
75 CIMR-AC4A0165TAA

18.5 CIMR-AC4A0044TAA-0095

A1000 IP54 Wall Mount with built 
in mains Switch

22 CIMR-AC4A0058TAA-0095
30 CIMR-AC4A0072TAA-0095
37 CIMR-AC4A0088TAA-0095
45 CIMR-AC4A0103TAA-0095
55 CIMR-AC4A0139TAA-0095
75 CIMR-AC4A0165TAA-0095

18 5 CIMR-AC4A0044WAA

A1000 IP54 Ready

18.5 CIMR-AC4A0044WAA
22 CIMR-AC4A0058WAA
30 CIMR-AC4A0072WAA
37 CIMR-AC4A0088WAA
45 CIMR-AC4A0103WAA
55 CIMR-AC4A0139WAA
75 CIMR-AC4A0165WAA

A1000 IP54 Wall Mount with built  
in IT Grid  Filter

18.5 CIMR-AC4A0044TAA-0098
22 CIMR-AC4A0058TAA-0098
30 CIMR-AC4A0072TAA-0098
37 CIMR-AC4A0088TAA-0098
45 CIMR-AC4A0103TAA-0098
55 CIMR-AC4A0139TAA-0098
75 CIMR AC4A0165TAA 0098

Drives + Motion Division
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75 CIMR-AC4A0165TAA-0098

Can be made on request



Specification

IP54 Ready (CIMR-AC4AxxxxWAA) IP54 Wall Mount (CIMR-AC4AxxxxTAA)

Power 18.5 kW to 75 kW (Heavy Duty)

Input Voltage 380~480 Vac , 50/60 Hz

Display Clear text LCD, 8 languages

Ambient temperature Panel outside -10 to 40 °C; 50 °C inside -10 to + 40 °C

Digital Inputs/Outputs 8 inputs, Sink/Source selectable; 4 Relay outputs

Analog Inputs/Outputs 3 inputs, -10 to 10V / 0..20 mA selectable, 1 usable as PTC input; 2 outputs, -10 to 10V 
/ 4 to 20 mA selectable

Pulse Input/Output 1 pulse input, 0 to 32 kHz; 1 pulse output, 0 to 32 kHz

Serial Communcation Built in, RS422/485, up to 115 kBps, Memobus protocol

Functional Safety STO (Safe Torque Off), ISO13849 PLd

Motor Control Open Loop, Closed Loop, Induction and PM motors

Options Analogue I/O Digital I/O Fieldbus Speed feedbackOptions Analogue I/O, Digital I/O, Fieldbus, Speed feedback

*

Drives + Motion Division
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*

* Coming soon



Dimensions – A1000 IP54 Wall Mount

Drives + Motion Division
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Marketing Materials and Actions

Flyer: A1000 IP54 Solutions (EN, DE)
download and print

Documentation: QSG in English, German, Italian, Spanish, French delivered with drive
(For wall mount type currently English only, Multi language from July/August)

Web Page Info: * Flyer
* Quick Start Guide
* Pictures
http://www.yaskawa.eu.com/en/products/inverter-series/a1000-premium-drive/ip54.html

Drives + Motion Division
03/09/2012 8



erences and Applications

ences:
aulic Power Pack for renewal of hydraulic elevators
asy to install all-in-one wall mount solution
0 % Reduction of energy consumption
onger lasting oil

 il t t   l  liower oil temperature = less cooling
allations in London Fire Brigade, Subways, …

sel Generators
P54 units mounted directly in the trailer or container system.

 Applications: Fish farms (feeding), HVAC, Pump, Compressor, …
Retrofit of machines an systems without panel space


